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מקצועי המאפשר שיחה בקבוצה הינו מכשיר קשר ET199–מכשיר ה 

.  או שיחה ישירה בין שני מכשירים ותומך בהצגת סטטוס משתמש

פונקציות ניטור  , בנוסף המכשיר תומך בפונקציות של עדיפות שיחה

.והקלטה מרחוק ומאפשר קינון בין קבוצות שיחה

.שידור קולי ברור וצלול✓

.שילוב תקשורת בלתי מוגבל של מכשירים✓

.עיצוב מעודן אלגנטי ויפה✓

.ניתן להתאמת יישומים של לקוח חכם✓

.שיחה קבוצתית או בין בודדים✓

IP54מכשיר עמיד לפח תקינת ✓
.מעבר אוטומטי בין קבוצות✓
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Specification

Frequency 1.2GHz
Network WCDMA / GSM
Platform MTK 6572W
System Android
Speaker +Mic 40 MM speaker (Dual-chamber body)
Jack of Earphone 3.5mm
Impedance of Mic 600Ω
GPS Yes
Battery 4000mAh
Antenna 3G,GPS,WIFI,Bluetooth

Dimension (stabdard battery,without antenna) H*W*D:62*36*190(mm)

Weight
Standard battery and antenna)

230g

Working Frequency

Working Frequency Upstream band Downstream band
UMTS850 824 MHz — 849 MHz 869 MHz   — 894 MHz
UMTS1900 1850 MHz — 1910 MHz 1930 MHz — 1990 MHz
UMTS2100 1920 MHz — 1980 MHz 2110 MHz — 2170 MHz
GSM850 824 MHz — 849 MHz 869 MHz   — 894 MHz
GSM900 890 MHz — 915MHz 935 MHz — 960MHz
GSM1800 1710 MHz — 1785MHz 1805 MHz — 1880MHz
GSM1900 1850 MHz — 1910 MHz 1930 MHz — 1990 MHz
GSM Frequency EDGE/GPRS/GSM：1900/1800/900/850MHz
UMTS Frequency HSDPA/WCDMA：2100/1900/850MHz
Decomposition reception band 2100/1900/850MHz

Maximum transmit power

UMTS2100/1900/850: Power Class 3 (+24dBm +1/-3dBm)
GSM/GPRS 850MHz/900MHz: Power Class 4 (+33dBm ±2dBm)

GSM/GPRS 1800MHz/1900MHz: Power Class 1 (+30dBm ±2dBm)
EDGE 850MHz/900MHz: Power Class E2 (+27dBm ±3dBm)

EDGE 1800MHz/1900MHz: Power Class E2 (+26dBm -4/+3dBm)

Receiver sensitivity
WCDMA2100 : ≤-106.7dBm

WCDMA1900/850 : ≤-104.7dBm
GSM850/900/1800/1900 : ≤-102dBm

Working Current

standard status average Remarks  

GSM
No business model current ≤75mA IDLE  type
Date transmission current ≤660mA GPRS/EDGE  type

WCDMA
No business model current ≤75mA IDLE type
Date transmission current ≤500mA HSPA type


